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HANGTITE LLC  
631 E. Commerce Dr. 
St. George, UT 84790 
435-599-7802 
www.hangtite.com   
 
SBC ONE, SAFELITE SBC, AND SBC ONE 
SUPER CONCENTRATE ONE-COAT 
STUCCO SYSTEMS 
 
CSI Sections: 

09 22 36 Lath 
09 24 00 Cement Plastering   

 
1.0 RECOGNITION  
 
SBC One, SafeLite SBC, and SBC One Super Concentrate 
One-Coat Stucco Systems recognized in this report have been 
evaluated for use as an exterior wall covering in compliance 
with Chapters 14 and 25 of the IBC and Chapter 7 of the IRC. 
SBC One, SafeLite SBC, and SBC One Super Concentrate 
One-Coat Stucco Systems have been evaluated for exterior 
durability, wind resistance, non-combustibility, and 
installation on exterior walls of Types I, II, III, IV, or V 
construction.  SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems evaluated in this 
report comply with the intent of the following codes and 
regulations: 
 

• 2021, 2018, 2015, and 2012 International Building 
Code® (IBC) 

• 2021, 2018, 2015, and 2012 International Residential 
Code® (IRC) 

• 2022 California Building Code (CBC) – attached 
Supplement  

• 2022 California Residential Code (CRC) – attached 
Supplement  

 
2.0 LIMITATIONS  
 

Use of the SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems recognized in this 
report is subject to the following limitations: 
 

2.1 The SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems shall be installed in 
accordance with this report, the code (IBC or IRC) as 
referenced in this report, and the manufacturer’s published 
installation instructions. Where conflicts occur, the more 
restrictive shall prevail. 
 

2.2 All inspections by the building official required in IBC 
Section 110 or IRC Section R109, including lath inspection, 
shall be completed. 
 
2.3 Buildings shall be provided with braced wall lines or 
shear walls in accordance with the IBC or IRC.  
 

2.4 SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems shall be moist-cured 
in accordance with the manufacturer’s installation 
instructions and the finish coat installation instructions, but 
not less than 48 hours. 
 
2.5 Under the 2021 IBC, the installation of water-resistive 
barriers shall comply with IBC Sections 2510.6.1 and 
2510.6.2, as applicable. When compliance with Item No.2 of 
Section 2510.6.2 of the 2021 IBC is desired, a drainage test 
in accordance with ASTM E2273 or Annex A2 of ASTM 
E2925 shall be submitted to the building official for approval.  
 
2.6 Where applied over wood-based sheathing, installation 
shall include a water-resistive barrier conforming with IBC 
Section 2510.6 or IRC Section R703.7.3, as applicable, and 
under the 2018 IBC where installed in Climate Zone 1A, 2A, 
or 3A, a ventilated air space shall be provided between the 
stucco and water-resistive barrier. 
 
2.7 SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems recognized in this 
report are produced in Malad City, Idaho; and Meridian, 
Idaho. 
 
3.0 PRODUCT USE  
 

SBC One, SafeLite SBC, and SBC One Super Concentrate 
One-Coat Stucco Systems described in Section 1.0 of this 
report are recognized for use as an exterior wall covering. 
SBC One, SafeLite SBC, and SBC One Super Concentrate 
One-Coat Stucco Systems may be used as standard ¾-inch 
(19.1 mm) thick scratch and brown coats complying with 
ASTM C926 in accordance with Sections 2510.3 and 2512.1 
of the IBC or in prescribed thickness noted in 3.2.5 of this 
report as a one-coat application.  
 
3.1 Installation: Installation shall comply with this report. 
Additional requirements not mentioned herein shall comply 
with the IBC or IRC, ASTM C926, ASTM C1063, and 
Section 2.1 of this report, as applicable. Figures 1 through 6 
of this report shall be referenced as applicable. 
 
3.1.1 Applicators: Installation shall be by a plastering 
contractor approved by HangTite, LLC as being qualified to 
perform such installations. A list containing the names and 
addresses of approved contractors shall be maintained by 
HangTite, LLC and shall be made available to the building 
official.  An installation card with a format as shown in 
Figure 7 of this report shall be completed by the plastering 
contractor and presented to the building official at the 
completion of each project. 
 
3.2 Substrates: Substrates shall be concrete or masonry 
walls, or light-framing covered with gypsum board,  
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fiberboard, wood structural wall sheathing, foam plastic 
insulation, or similar substrates.  The light-framed wall shall 
be of minimum 0.42-specific-gravity (Spruce-Pine-Fir) wood 
studs or minimum No. 20-gauge [0.035 inch (0.889 mm)] 
steel studs spaced at 24 inches (610 mm) on center, 
maximum. The wall shall be prepared for the application of 
stucco in accordance with Section 3.2.3 of this report. 
 
3.2.1 Foam Plastic Boards: Expanded foam plastic 
insulation boards may be used as components of wall 
substrates receiving HangTite SBC 80, SafeLite SBC One-
Coat Stucco Systems. Table 1 of this report specifies the 
minimum thickness for foam plastic insulation installed over 
sheathing or open studs. Where used, foam plastic insulation 
shall be installed to the exterior of the water-resistive barrier 
and the joints between the boards shall be lapped or oriented 
so that the water is diverted to the exterior. All foam plastic 
insulation shall have flame-spread and smoke-developed 
indices complying with Section 2603.5.4 of the IBC.  
 
3.2.1.1 Expanded Polyurethane (EPS): EPS foam plastic 
insulation boards shall be Type II in accordance with ASTM 
C578, with a minimum nominal density of 1.5 pcf (24 kg/m3). 
 
3.2.1.2 Extruded Polystyrene (XPS): XPS foam plastic 
insulation boards shall be Type IV or Type V in accordance 
with ASTM C578, with a minimum nominal density of 
1.5 pcf (24 kg/m3). 

3.2.1.3 Fastening: Foam plastic insulation shall be in 
accordance with Section 3.2.1 of this report. The EPS or XPS 
foam plastic boards are placed horizontally over the water-
resistive barrier beginning at the wall base with tongued 
edges facing up. Where the foam boards are attached to wood 
framing using No. 11 gauge by 1¾-inch (50.8 mm) long 
roofing nails at 8 inches (203 mm) on center complying with 
ASTM F1667. The fasteners shall penetrate no less than 
1 inch (25.4 mm) into the wood framing. Where the foam 
boards are attached to steel framing using No.8 by 1½-inch 
(38.1 mm) long self-drilling screws at 8 inches (203 mm) on 
center. 
 

TABLE 1 – Foam Plastic Boards 

Backing Configuration 

Open framing 
1.0-inch-thick foam plastic boards with 

3/8-inch high tongue and groove horizontal 
joints as shown in Figure 1 of this report 

Wood structural panel 
(WSP) sheathing Minimum 0.5-inch thick 

WSP sheathing where 
foam plastic forms part 
of the water-resistive 

barrier 

Minimum 1.0-inch-thick foam plastic 
insulation with ⅜-inch high tongue and 

groove horizontal joints as shown in Figure 1 
of this report with the tongue facing upward 

SI Units: 1 inch=25.4 mm.  

 
3.2.2 Rigid Backing: Rigid backings include gypsum board, 
fiberboard, and wood structural panel sheathing. The water-

resistive barrier shall be installed on the exterior of rigid 
backings. 
 
3.2.2.1 Gypsum Board: Gypsum Boards shall be minimum 
½-inch-thick (12.7 mm) and shall comply with Section 2506 
of the IBC or Sections R602.3 and R702 of the IRC, as 
applicable. The boards shall be protected from the weather in 
accordance with IBC Section 2508.2 and ASTM C1280. 
Permitted types include water-resistant gypsum backing 
board and gypsum sheathing board complying with ASTM 
C1396; and glass mat gypsum substrate complying with 
ASTM C1177. Gypsum wallboard complying with ASTM 
C1396 is permitted on the interior side of walls where 
specified in this report. Refer to the gypsum board evaluation 
report or manufacturer’s literature for limitations and use 
recommendations. 

3.2.2.2 Cellulosic Fiber Insulating Board (Fiberboard): 
Fiberboard shall comply with Section 2303.1.6 of the 2021, 
2018, and 2015 IBC (Section 2303.1.5 of the 2012 IBC) and 
shall be Type IV, Grade 1, or Grade 2 wall sheathing as set 
forth in ASTM C208, minimum ½-inch-thick (12.7 mm). 
Refer to the fiberboard evaluation report or manufacturer’s 
literature for limitations and use recommendations. 
 
3.2.2.3 Wood Structural Panel Sheathing: Wood structural 
panel (WSP) sheathing shall comply with Section 2303.1.5 
of the 2021, 2018, and 2015 IBC (Section 2303.1.4 of the 
2012 IBC); Section 2304.6.1, and Table 2304.6.1 of the IBC 
or Section R602.3 and Table R602.3 (3) of the IRC, as 
applicable. Wood Structural Panel Sheathing includes 
exterior grade Plywood complying with DOC PS-1 and 
Oriented strand board (OSB) Exposure 1 complying with 
DOC PS-2.  
 
3.2.2.4 Concrete or Masonry Substrates:  Application of 
the stucco directly to concrete or masonry is permitted in 
accordance with AC11. No water-repellent coatings such as 
bituminous coatings or other foreign matter shall be present 
on the substrate. The substrate shall be sufficiently moist to 
prevent it from drawing the water needed for hydration from 
the stucco paste. Where required to remove foreign matter, 
surfaces shall be cleaned using acid solutions, solvents, or 
detergents and then washed with clean water. Smooth 
surfaces shall be roughened and an approved bonding agent 
applied to block, concrete, or masonry surfaces, as 
appropriate. 

3.2.3 Substrate Preparation: The substrates shall be 
prepared for the application of stucco in accordance with this 
section (Section 3.2.3) of this report. 
 
3.2.3.1 Weep Screed: Weep screeds shall be installed at the 
base of the assembly. Weep screeds shall comply with 
Section 2512.1.2 of the IBC or Section R703.7.2.1 of the 
2021, 2018, and 2015 IRC (Section R703.6.2.1 of the 2012 
IRC), and ASTM C1063.  
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3.2.3.2 Water-Resistive Barrier: Water-resistive barriers 
(WRB) shall comply with IBC Sections 1404.2 and 2510.6, 
IRC Section R703.2, or the WRB evaluation report, as 
applicable, to prevent water from entering the substrate. For 
installation of WRB’s under the 2021 IBC, Section 2.7 of this 
report shall apply. 
 
3.2.3.2.1 Wood-based Sheathing: For installations over 
wood-based sheathing (fiberboard or WSP sheathing), the 
water-resistive barrier shall be in accordance with Section 
2510.6 of the IBC or Section R703.6.3 of the IRC, as 
applicable. The barrier shall be a minimum of two layers of 
Grade D Kraft paper, or one layer of polystyrene (EPS or 
XPS) foam plastic insulation board described in Sections 
3.2.1.1 and 3.2.1.2 of this report, applied over one layer of 
60-minute Grade D building paper may be used as a WRB. 
For installations without wood-based sheathing, the water-
resistive barrier shall be a minimum of one layer. 
 
3.2.3.3 Casing Beads and Corner Beads: Casing and corner 
beads shall be installed to provide a finish at the boundaries 
of the assemblies in accordance with ASTM C1063. Areas of 
backings not covered by plaster shall be covered with 
galvanized steel casing beads. 
 
3.2.3.4 Flashing: Flashing shall be installed to properly 
divert water in accordance with the manufacturer’s 
instructions and the IBC or IRC. Flashing shall comply with 
Section 1404.4 of the 2021 and 2018 IBC; Section 1405.4 of 
the 2015 and 2012 IBC; Section R703.4 of the 2021, 2018, 
and 2015 IRC; and Section R703.8 of the 2012 IRC, as 
applicable. Membrane flashing shall be recognized in an 
evaluation report by an approved evaluation service entity. 
 
3.2.3.5 Lath: Lath shall be regular or self-furring wire fabric 
lath or metal lath complying with the code or ICC-ES AC191, 
as applicable. The lath shall be corrosion-resistant, furred, or 
self-furring type. Wire fabric lath shall be minimum No. 20 
gauge [0.035 inch (0.89 mm)], 1-inch (25.4 mm), galvanized 
steel, woven-wire fabric complying with ASTM C1032. The 
lath shall be installed in accordance with IBC Section 2510 
through 2512 or IRC Section R703, and ASTM C1063, as 
applicable. Lath Fasteners shall penetrate through foam 
plastic insulation and sheathing into the framing. Refer to the 
lath evaluation report or the lath manufacturer’s literature for 
limitations and use recommendations. The furring distance of 
self-furring lath shall comply with IBC Section 2510.3, or 
2021, 2018 and 2015 IRC Section R703.7, and 2012 IRC 
Section R703.6, as applicable, or with the following 
requirements: 
 
• Furred No. 20 gauge [0.035 inch (0.89 mm)] lath shall 

be used with the SBC One, SafeLite SBC, and SBC One 
Super Concentrate One-Coat Stucco Systems product up 
to ½-inch (12.7 mm) thick including finish coats. For 
coating thicknesses, greater than ½-inch (12.7 mm), 
furred No. 17 gauge [0.056 inch (1.42 mm)] wire fabric 
lath or equivalent metal lath shall be used.  

• Furring crimps shall be provided at maximum 6-inch 
(152 mm) intervals each way. Furring crimps shall fur 
the body of the lath a minimum of 1/8-inch (3.18 mm) 
from the substrate after installation. 

• Unfurred lath is permitted over unbacked polystyrene 
boards . 

 
3.2.4 Plaster Mixing: The SBC One, SafeLite SBC, and SBC 
One Super Concentrate One-Coat Stucco Systems shall be 
mixed with suitable sand and clean, potable water in 
accordance with Section 4.0 of this report and the 
manufacturer’s installation instructions. 
 
3.2.5 Plastering: The SBC One, SafeLite SBC, and SBC One 
Super Concentrate One-Coat Stucco Systems shall be 
⅜-inch-thick (9.53 mm) minimum without cold joints. Finish 
coats may be applied in accordance with the finish coat 
application instructions after the base coat fully cures. The 
permitted air temperatures during application are 40⁰F to 
110⁰ F (4.4°C to 43°C). The brown coat shall be hard floated 
to promote densification and cut through full depth with a 
trowel at the intersection of plastered walls and plastered 
soffits. 
 
3.2.6 Miscellaneous: 

3.2.6.1 Control or Expansion joints: Control or expansion 
joints shall be as specified by the designer, builder, or stucco 
manufacturer, in that order. In addition, joints shall be 
provided in accordance with HangTite, LLC installation 
instructions and when required by ASTM C1063. 
 
3.2.6.2 Caulking: Joints formed where the boards abut 
dissimilar materials such as at windows, door, and other 
penetrations shall be filled with caulking. Caulking shall be 
acrylic latex, Type OP, Grade 18° C complying with ASTM 
C834 or elastomeric sealant complying with ASTM C920. 

3.2.6.3 Vapor Retarder: Vapor retarders shall comply with 
Section 1404.3 of the 2021 and 2018 IBC, Section 1405.3 of 
the 2015 and 2012 IBC, or Section R702.7 of the IRC, as 
applicable. 
 
3.2.6.4 Soffits: Application of plaster to soffits requires metal 
lath complying with Section 3.2.3.5 of this report in lieu of 
wire fabric lath. Installation shall be in accordance with 
ASTM C1063 and this report. Fasteners shall penetrate into 
the framing. 
 
3.2.6.5 Sills: Installation to sills at windows or pop-outs may 
be done for walls where the sill is up to 6 inches (152 mm) 
wide. Wider sills require lumber or WSPS fastened to 
framing in accordance with Section 2304.10.2 of the 2021 
IBC, Section 2304.10.1 of the 2018 and 2015 IBC, and 
Section 2304.9.1 of the 2012 IBC, or IRC Section R602.3. 
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3.2.6.6 Product Storage: The bags shall be kept indoors or, 
if stored outdoors, shall be stored off the ground and 
adequately covered to keep the product dry. 
 
3.3 Design 

3.3.1 Wind Load: The maximum allowable wind loads on 
SBC One, SafeLite SBC, and SBC One Super Concentrate 
One-Coat Stucco Systems are set forth in Table 3 of this 
report. The backing and fastening of the backing, including 
the lath to the framing, shall comply with Table 3 and 
installation shall comply with the applicable code and this 
report.  
 
3.3.2 One-coat Stucco Systems on Exterior Walls on 
Buildings of Types I, II, III, or IV (Noncombustible) 
Construction:  
 
3.3.2.1 General: Exterior wall assemblies incorporating SBC 
One, SafeLite SBC, and SBC One Super Concentrate One-
Coat Stucco Systems and constructed entirely of 
noncombustible components or concrete/masonry walls with 
directly applied stucco in accordance with Section 3.2.2.4 of 
this report, are permitted to be used in Types I through IV 
construction in accordance with Section 703.3 of the 2021 
IBC and Section 703.5 of the 2018, 2015, and 2012 IBC. The 
exterior wall assemblies are limited to walls no greater than 
40 feet (21.2 m) in height above grade in accordance with 
Section 1402.5 of the 2018 IBC, and Section 1403.5 of the 
2015 and 2012 IBC, except as noted under Exceptions 1 
and  2 of the 2018 IBC Section 1402.5 (2015 and 2012 IBC 
Section 1403.5). 
 
3.3.3 One Hour Fire-resistance-Rated, Load-bearing 
Wall Assembly: This assembly is based on GA File No. 
WP8105, referenced in The Gypsum Association Fire-
Resistance and Sound Control Design Manual (GA 600). 
Framing consists of 2-by-4 wood studs spaced at maximum 
24 inches on center. The interior face has one layer of ⅝-inch-
thick Type X gypsum wallboard applied vertically with all 
joints backed by framing and attached with 6d by 17/8-inch-
long coated nails having ¼-inch-diameter heads at 7 inches 
on center to studs, plates, and blocking. Nail heads and joints 
of the wallboard shall be taped and treated with joint 
compound in accordance with IBC Section 2508.4, and either 
ASTM C840 or GA-216. The outside face has one layer of 
⅝-inch-thick or greater, 48-inch-wide Type X gypsum 
sheathing board applied vertically, with all joints backed by 
framing and attached to wood studs using No. 11 gauge by 
1¾-inch-long galvanized roofing nails having 7/16-inch or 
½-inch-diameter heads spaced 4 inches on center at edges and 
7 inches on center at intermediate studs and top and bottom 
plates. The water-resistive barrier, lath, and stucco shall be 
applied as described in Sections 2.7, 3.2.3, and 3.2.5 of this 
report. 
 

Axial (ASD) Loading shall be the lesser of: 
 

1. For studs with a slenderness ratio, le/d, greater than 33, 
the design stress shall be reduced to 78 percent of 
allowable Fc‘ (IBC); or 

2.  For studs with a slenderness ratio, le/d, not exceeding 
33, the design stress shall be reduced to 78 percent of 
the adjusted stress Fc‘ calculated for studs having a 
slenderness ratio le/d of 33 (IBC). 

3.3.4 Thermal Transmission: The SBC One and SBC One 
Super Concentrate Stucco Systems, when tested in 
accordance with ASTM C518, at a 1.0-inch (25.4 mm) 
thickness have a thermal resistance (R-Value) of 0.461 
°F•ft2•hr/Btu per inch at a mean temperature of 75°F (24°C). 
 
4.0 PRODUCT DESCRIPTION 
 
4.1 General: SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems consist of cement 
plaster, metal or wire fabric lath, water-resistive barrier, foam 
plastic insulation, and rigid backings of either gypsum board, 
fiberboard, wood structural panel sheathing, concrete, or 
masonry.  
 
4.2.1 HangTite SBC One and SafeLite SBC One-Coat 
Stucco Systems: HangTite SBC One and SafeLite SBC 
Systems are a factory prepared, sanded, fiber-reinforced, 
modified Portland cement-based plaster. The cement 
complies with ASTM C150. Each bag is packaged in 80-lb 
(36.2 kg). Each 80-lb bag of HangTite SBC One and SafeLite 
SBC Systems are mixed with 5 to 7 quarts (4.7 to 6.6 L) of 
water for mixture in the field.  
 
4.2.2 HangTite SafeLite SBC One Super Concentrate: 
HangTite SafeLite SBC One Super Concentrate mixture is 
similar to the SBC One System described in Section 4.2.1 of 
this report, except that each 65 lb bag of SBC One Super 
Concentrate is blended with 180-240-lbs (90.7 kg) of sand 
complying with Section 4.2.3 of this report and 
approximately 5 gallons (19 L) of water for mixture in the 
field. 
 
Product Data sheet shall be in accordance with HangTite, 
LLC  and available at this link:   https://hangtite.com/product-
data-sheet-sbc/ 
 
4.2.3 Sand: The stucco sand shall be clean and free of 
deleterious amounts of loam, clay, silt, soluble salts, and 
organic matter; and shall comply with ASTM C144, ASTM 
C897, or shall be graded in accordance with Table 2 of this 
report. 
  

https://nam11.safelinks.protection.outlook.com/?url=https%3A%2F%2Fhangtite.com%2Fproduct-data-sheet-sbc%2F&data=05%7C02%7Crafael.donado%40iapmocpg.org%7C80e5f03be2d44a9c0f9f08dda3b30124%7C21931cb4d51f475cad3198d48783abce%7C0%7C0%7C638846711461068954%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C0%7C%7C%7C&sdata=vfdgD73%2Fg%2FTmqsaB8bO5QHttp8Bl9VHgh1CpVGUxxjY%3D&reserved=0
https://nam11.safelinks.protection.outlook.com/?url=https%3A%2F%2Fhangtite.com%2Fproduct-data-sheet-sbc%2F&data=05%7C02%7Crafael.donado%40iapmocpg.org%7C80e5f03be2d44a9c0f9f08dda3b30124%7C21931cb4d51f475cad3198d48783abce%7C0%7C0%7C638846711461068954%7CUnknown%7CTWFpbGZsb3d8eyJFbXB0eU1hcGkiOnRydWUsIlYiOiIwLjAuMDAwMCIsIlAiOiJXaW4zMiIsIkFOIjoiTWFpbCIsIldUIjoyfQ%3D%3D%7C0%7C%7C%7C&sdata=vfdgD73%2Fg%2FTmqsaB8bO5QHttp8Bl9VHgh1CpVGUxxjY%3D&reserved=0
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TABLE 2 – Sand Gradation 

U.S. Standard 
Sieve 

Weight Percent of Aggregate Retained ± 2 
Percent 

Min. Max. 
No. 4 
No. 8 

No. 16 
No. 30 
No. 50 

No. 100 

− 
0 

10 
30 
70 
95 

0 
10 
40 
65 
90 
100 

 
The concentrate, sand, and water shall be mixed for a 
minimum of five minutes. 
 
5.0 IDENTIFICATION  
 
SBC One, SafeLite SBC, and SBC One Super Concentrate 
One-Coat Stucco Systems are identified by the HangTite, 
LLC name and trademark, product name, and the Evaluation 
Report Number (IAPMO UES ER-922) to identify the 
products recognized in this report. The IAPMO UES Mark of 
Conformity may also be used as shown below: 
 
 
 

 
 
 

 
IAPMO UES ER-922 

 
6.0 SUBSTANTIATING DATA 

6.1 Data in accordance with the ICC-ES Acceptance Criteria 
for Cementitious Exterior Wall Coatings (AC11), dated 
January 2013 (editorially revised October 2020).  
 
 

6.2 Manufacturer’s quality documentation, descriptive 
literature, and installation instructions.  
 
6.3 Reports of Combustibility of Materials Testing in 
accordance with ASTM E136. 
 
6.4 Reports of Thermal Transmission Properties Testing in 
accordance with ASTM C518.  
 
6.5 Reports of Density Testing in accordance with ASTM 
D1622.  
 
6.6 Test reports are from laboratories in compliance with 
ISO/IEC 17025. 
 
7.0 STATEMENT OF RECOGNITION 
 
This evaluation report describes the results of research 
completed by IAPMO Uniform Evaluation Service on SBC 
One, SafeLite SBC, and SBC One Super Concentrate One-
Coat Stucco Systems to assess their conformance to the codes 
and standards shown in Section 1.0 of this report and 
documents the product’s certification. Products are 
manufactured at the locations noted in Section 2.7 of this 
report under a quality control program with periodic 
inspections under the surveillance of IAPMO UES. 

 
For additional information about this evaluation report please visit 

www.uniform-es.org or email us at info@uniform-es.org

TABLE 3 – Allowable Wind Loads 

Wall Type Minimum Specification Backing Maximum Framing 
Spacing (inch)1 

Allowable Positive 
Load (psf) 

Allowable Negative 
Load (psf) 

Wood-Frame 2,3 SG = 0.42 (Spruce-Pine-Fir) 
Foam Plastic 

24 
57 23 

Rigid Backing6 56 57 

Steel 4,5 No. 20 gauge (0.0359 inch) 
Foam Plastic 

24 
61 41 

Rigid Backing6 56 44 

SI Units: 1 inch =25.4 mm; 1 psf = 47.9 Pa 
 
1    The supporting wall shall have a maximum deflection of l/240 of the span and be designed to support the design load.  
2   The pre-furred lath shall be fastened to the wood framing using No. 11 by 1 ⅝-inch (41.3 mm) long roofing nails spaced at 6 inches (152 mm) on center and 

shall penetrate a minimum of 1-inch into the wood framing. 
3   The foam plastic boards are attached to wood framing using No. 11 gauge by 1¾ -inch (44.5 mm) long roofing nails at 8 inches (203 mm) on center complying 

with ASTM F1667 and penetrate no less than 1 inch (25.4 mm). 
4   The pre-furred lath shall be fastened to the steel framing using No.8 by 1 5/8 -inch (41.3 mm) long self-drilling screws spaced at 6 inches (152 mm) on center. 
5   The foam plastic boards are attached to steel framing using No. 8 by 1 ½ inch (41.3 mm) long self-drilling head screws spaced at 6 inches (152 mm) on center. 
6    Rigid backing includes gypsum board, fiberboard, and wood structural panel sheathing. 
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FIGURE 1 – Foam Plastic Tongue and Groove Horizontal Edge 

 
 
 

FIGURE 2 – Stucco System with Substrate 
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FIGURE 3 – Stucco System with Unbacked Foam Plastic 

 

 

 

 

 
 

 

 

 

 

 

 
 
 
 

Figure 4 – Stucco System at Self-Flashing Window Head 
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FIGURE 5 – Stucco System at Self-Flashing Window Sill 

 
                                     
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                               
 
 

 FIGURE 6 – Stucco Corner Detail 
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FIGURE 7 - Typical Installation Card 
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CALIFORNIA SUPPLEMENT  
 
HANGTITE LLC  
631 E. Commerce Dr. 
St. George, UT 84790 
435-599-7802 
www.hangtite.com   
 
SBC ONE, SAFELITE SBC, AND SBC ONE 
SUPER CONCENTRATE ONE-COAT 
STUCCO SYSTEMS 
 
CSI Sections: 

09 22 36 Lath 
09 24 00 Cement Plastering   
 

1.0 RECOGNITION  
 
SBC One, SafeLite SBC, and SBC One Super Concentrate 
One-Coat Stucco Systems recognized in this report have been 
evaluated for use as an exterior wall covering in compliance 
with Chapters 14 and 25 of the 2022 CBC and Chapter 7 of 
the CRC. SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems has been evaluated 
for exterior durability, wind resistance, non-combustibility, 
and installation on walls required to be of Types I, II, III, IV, 
or V construction. SBC One, SafeLite SBC, and SBC One 
Super Concentrate One-Coat Stucco Systems evaluated in 
this report comply with the intent of the following codes and 
regulations: 
 
• 2022 California Building Code® (CBC) 
• 2022 California Residential Code® (CRC) 
 

2.0 LIMITATIONS  
 
Use of the SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems recognized in IAPMO 
UES ER-922 and this supplement is subject to the following 
limitations: 
 
2.1 All provisions of IAPMO UES ER-922 referencing the 
2021 IBC shall apply to use under the 2022 CBC. All 
provisions of IAPMO UES ER-922 referencing the 2021 IRC 
shall apply to use under the 2022 CRC. 
 

2.2 The SBC One, SafeLite SBC, and SBC One Super 
Concentrate One-Coat Stucco Systems shall be installed in 
accordance with the applicable code, the manufacturer's 
published installation instructions, and this report. Where 
there is a conflict, the most restrictive requirements shall 
govern. 
 
2.3 Protection against condensation shall be provided in 
accordance with Section R703.1.1 of the CRC.  
 
2.4 This supplement expires concurrently with IAPMO UES 
ER-922. 
 

For additional information about this evaluation report please visit 
www.uniform-es.org or email us at info@uniform-es.org 
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